
Tem-Tech Lab．

Model: HYP6801

⚫ Easy-to-see Dot matrix Display 

⚫ Rotatable display (Up to 270°)

⚫ Built-in automatic zeroing function（AUTO ZERO）

⚫ Multiple function PT w/ compact display (1.125”)

Pressure Transmitter w/ Compact Display

✓ Best solution for monitoring IGS panel 

    and Gas delivery system

✓ Rotatable display for multiple mounting options

✓ W seal or C seal available

✓ Conventional type: VCR compatible

Tem-Tech Lab．

SUS316L Diaphragm

For Semiconductor Industry



Pressure Transmitter w/ Compact Display Model: HYP6801

Tem-Tech Lab．

 ordering code (IGS type)

Tem-Tech Lab．

SCA012-01E/2024.11.更新

※All features and specifications are subject to change without notice.

Applications Semiconductor process gases

Model HYP6801 Series

Shape IGS type, Single-ended

Fitting Shape W seal, C seal, VCR compatible

Fitting size 1.125”, 1/4”

Wetted parts Diaphragm: SUS316L (VIM/VAR) Fitting: SUS316L

Base pressure range 0 (-0.1 ) to 0.5, 1MPa

Proof  pressure 2 × Base pressure

Power supply DC24V±10%

Setting output Open collector 2 Contacts/Hysteresis setup available（0 to 99digits） NPN,PNP

Output signal 4～20mADC, 1～5VDC , 0～10VDC

Output accuracy ±0.75％F.S. (including linearity, hysteresis and repeatability）

Display accuracy ±0.75％F.S±1digit（including linearity, hysteresis and repeatability）

Display ４digits (Max. 9999) LED Dot matrix

Operating temp. range 0~60℃ (No freezing or condensation)

Storage temp. range 0~80℃ (No freezing or condensation)

Thermal effect ±0.05％F.S./℃±1digit

IP rating IP55 ※Indoor use only

Cable connector Molex (6-pin) , Pigtail , M8(5-pin)

Accessory cable 3m Standard (5 wires ＋ Shield)

Sealing method EB welding

Leakage test <5×10-12Pa㎥/sec

Surface finish Ra: <0.25μm

Power consumptions Normal: 0.5W or less Max. 1.2W（Excl. alarm output）

Weight Approx. 145g （Excluding accessory cable and might differ depending on connector）

Model Shape Seal type Seal size -
Display
Model

Cable
 direction

Output signal Setting output Signal connector

HYP FZ IGS I C seal S2 1.125” 6801 TS
Horizontal 
 to flow path

420 4-20mA NT NPN P Pigtail

W W seal S2 1.125” TP
Vertically
 to flow path

105 1-5V PT PNP 6 6-pin Molex 

010 0-10V

Model Shape Fitting Fitting size -
Display
Model

Display direction Output signal Setting output Signal connector

HYP SN
Single-
ended

V
VCR 

compatible
C1 1/4” 6801 TX Top view 010 0-10V NT NPN 6 6-pin Molex 

S2 1.125” PT PNP

 ordering code (Conventional type)
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